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arfiStat-868-SR-M30 

Industrial RFID  

Short Range UHF Reader  

865...868 MHz  

RS232 or RS485  

CANbus or CANopen 

Interface 

ISO18000-63 

Product Description: 

Industrial Rugged UHF RFID ShortRange Reader with integrated antenna andÊRS232 
or RS485 or CANbus or CANopen Interface forÊshortÊpre-configurableÊdistanceÊreadingÊ
ofÊ868ÊMHzÊUHFÊTAGs.ÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊ
DesignedÊforÊuseÊinÊharshÊindustrialÊenvironmentÊlikeÊproductionÊline. 

RFID UHF TAGs/Chips  
supported: 

865...868ÊMHz:ÊÊALIENÊHiggsÊSeries,ÊÊImpinjÊMonzaÊSeries,ÊNXPÊU-CodeÊSeriesÊÊÊÊÊÊÊÊÊ
ClassÊ1ÊGenÊ2ÊEPCÊTAGs 

Read Range: upÊtoÊ40ÊcmÊ (DependsÊonÊRFIDÊTAGÊtype/shape)ÊÊ 

Frequency:                  
Standards: 865...868ÊMHzÊÊÊÊ(AtÊroomÊtemperatureÊ20°C)Ê ISO18000-63,ÊEPCÊClass1ÊGenÊ2 

Operating Systems:        
SW Development Kit: 

MicrosoftÊWindows™ C#,ÊC++,ÊserialÊcommandÊprotocolÊ 

IP / Dimensions Housing /  

Weight: 

IngressÊProtection:ÊIP67 

ReaderÊHousing:ÊM30ÊxÊ1.5ÊxÊ90.65ÊmmÊÊÊÊÊÊÊÊÊ 

115Êg 

Integrated Antenna: 

IntegratedÊdoubleÊfeedÊpointÊÊÊÊÊÊÊÊÊÊ
CeramicÊAntennaÊ 

Optional Interfaces: RS232,ÊRS485,ÊCANbus,ÊCANopen  

Power Supply:                10Ê-Ê36ÊV DCÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊ  

Status display mode:  1ÊxÊbicolorÊLEDÊindicatorÊ  

Operating/Storage        
Temperature: 

-20°CÊ...Ê+Ê55°C -20°CÊ...Ê+Ê65°C 

Certification: ÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊÊ RoHSa 

Part Description:  arfiStat-868-SR-M30-XXX XXXÊ=Ê232ÊorÊ485ÊorÊCANbÊorÊCANo 

Housing material: NickelledÊbrassÊ+ÊPolycarbonateÊ(PC)  
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arfiStat-868-SR-M30 

Industrial RFID  

Short Range UHF Reader  

865...868 MHz  

RS232 or RS485  

CANbus or CANopen 

Interface 

ISO18000-63 

Regions supported: 
EuropeÊandÊotherÊregionsÊfollowingÊETSIÊENÊ302Ê208ÊwithÊ&ÊwithoutÊLBTÊregulations.ÊÊÊOth-
erÊregionsÊonÊrequest.ÊÊÊ 

RF output power:  Max.Ê0.5ÊWÊÊ(+27dBm)ÊsoftwareÊconfigurableÊÊ  

Power consumption:  +24ÊdBmÊ/Ê250ÊmWÊ  

RF input sensitivity: -Ê87Ê…Ê-51ÊdBmÊÊsoftwareÊconfigurableÊÊ  

Antenna gain:  -8ÊdBicÊÊ  

Beam width: 100°Ê|ÊÊ170°  

Axial ratio: <Ê1.5ÊdB  

Polarization: circular  

Humidity: 5%ÊtoÊ95%,Ênon-condensingÊ  

Connector Type: CircularÊ5ÊpinÊM12ÊA-codedÊmaleÊconnectorÊ  

Applicable standards:   

EMC: ENÊ301489-1:2012-04Ê(v1.9.21)Ê ENÊ301489-3:2013-12Ê(V1.6.1)Ê 

Radio regulation: ENÊ300330-1:2015-08Ê(V1.8.1)Ê ENÊ300330-2:2015-08Ê(V1.6.1)Ê 

Safety: ENÊ60950-1:2014-08,ÊENÊ62369-1:2010-03Ê ENÊ50364:2010-11Ê 
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arfiStat-868-SR-M30 

Industrial RFID  

Short Range UHF Reader  

865...868 MHz  

RS232 or RS485  

CANbus or CANopen 

Interface 

ISO18000-63 

ThisÊUHFÊRFIDÊreaderÊwithÊintegratedÊantennaÊisÊusedÊbyÊsystemÊintegratorsÊorÊend-usersÊtoÊreadÊUHFÊRFIDÊ
TAGsÊandÊtoÊsendÊtheÊdataÊtoÊaÊPC/hostÊbyÊdifferentÊinterfaceÊoptions. 

ItÊisÊperfectlyÊdesignedÊtoÊbeÊusedÊinÊproductionÊlineÊenvironmentÊbecauseÊofÊtheÊvariousÊinterfaceÊoptions. 

 

Applications: 

¨ ReadingÊofÊUHFÊRFIDÊTAGsÊinÊproductionÊlineÊarea.Ê 

¨ IndustrialÊID 

¨ YourÊapplication 
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